
Hoardfast® vision panels and doors
Aluminium door frames are bolted together at all four corners. Single doors supplied preassembled. Double doors 
supplied with self-tapping screws for easy self-assembly on site. Vision panels allow for light transmission and are 
made from double glazed toughened glass - BSI Kitemarked and complies to standard EN 12150.

westgate-global.com      +44 (0)1785 242181      enquiries@westgate-global.com

Features and benefits - doors

Clips into adjacent panels
•	 Simple and easy to install

•	 No screws required

Lift-off hinge •	 Quick-to-install and demount/relocate

Aluminium frame •	 Contrast clearly distinguishes access so it reads access point

Optional digilock •	 Increase security / stop unauthorised access

Chamfered threshhold •	 Ensure ease of access (e.g. equipment, trolleys etc)

Guide wheel (double door only)
•	 Maximum stability

•	 Robust, durable design



Installation

Double or single 
PVC doors.

Doors slide into position 
to connect with panels. 
Over-panels are used to 
fill void above door.

Aluminium frames 
are bolted together 
at all four corners. 
Single doors supplied 
preassembled.
Double doors supplied 
with self-tapping 
screws for easy self-
assembly on site.

This fact sheet is for illustrative purposes only and based on the latest information at the time of print. Installation methods may vary depending on specific project requirements. 
Westgate Global reserve the right to make changes at any time without notice. WG-PFS-HFT-DV-0126 © Westgate Global Ltd.

Material performance - doors

Material composite
85% recycled PVC, 15% Virgin uPVC, grey hollow fluted internal and solid white ridged 
external face

Frame composite Aluminium

Height 2070mm

External width 880mm (single door) / 1660mm (double door)

Internal width 720mm (single door) / 1500mm (double door)

Door panel thickness 35mm

Technical specifications
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G Double and single doors can be easily demounted and reinstalled for multiple uses:

• Please note doors may vary depending on your project plan

• Single door frames are supplied pre-assembled with a lift off door leaf

• Double door frames are assembly on-site: assemble door frame as per instructions below 
and hook doors on to the hinge pins
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Once Over Door Panel is in position, place Panel(s), Support and U-Channel(s) into place as per your project plan. 
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Fix U-Channel to cap end of run or insert a Corner or Door

To insert a door, cut piece of U-Channel and place next to bottom of last panel. Attach Over Door Panel above door.
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CUT PIECE OF 
U-CHANNEL

DOOR OVER-
PANEL

SINGLE DOOR 
AND FRAME

Material performance - vision panels

Frame material composite PVC

Vision panel material composite Double glazed thermally toughened safety glass

Vision panel material rating BS EN 12150

Kitemark KM 58031

Standard frame height 1m

Standard frame width 1m

Glass thickness 28mm


